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The Department of Labor and Industries has rewritten and reorganized for clarity and
ease of use the safety standards for helicopters used as lifting machines. The
helicopter rules, in WAC 296-24-260, WAC 296-155-575, and WAC 296-576 were
rewritten and adopted as chapter 296-829 WAC. Please discard WAC 296-24-260,
WAC 296-155-575, and WAC 296-155-576.

To receive future updates of this standard and all other Department of Labor and
Industries safety and health standards electronically, please sign up on the WISHA
Listserv (http://www.Ini.wa.gov/Safety/Rules/default.htm). By subscribing to the
Listserv, you will also receive rule updates, hearing notices, and informational packets
for all safety and health rules.

Also available on the WISHA web site:
e WISHA Core Rules
Other General WISHA Rules
Industry and Task-specific Rules
Proposed rules and hearings
Newly adopted rules and new rule information
WISHA Regional Directives (WRDs)
WISHA Interim Operations and Interpretive Memoranda (WIIM)
Memoranda of Understanding (MOU)

To receive hardcopy updates of this rule, please return the card located at the back of
the book.


http://www.lni.wa.gov/Safety/Rules/default.htm

Helicopters Used as Lifting Machines

Other Rules that may apply to your workplace

The WISHA Safety and Health Core Rules, Chapter 296-800 WAC, contain the basic
requirements that apply to most employers in Washington. They also contain:

An Introduction that lists important information you should know, including a
section on building, fire and electrical codes.

A Resource section that includes a complete list of all WISHA rules and a
directory of the Labor and Industries (L&) offices.

Other WISHA rules may apply to you, depending on the activities and operations
of your workplace. Also, see the Scope of this rule for specific rules that apply
to helicopters used as lifting machines. Contact your local L&l office if you're
uncertain about which WISHA requirements apply to you.

To go online to access all the Safety and Health Rules: http://www.Ini.wa.gov/wisha

If you would like to receive e-mail notification of rule updates, please register
for the Standards Listserv on the WISHA web site at http://www.Ini.wa.gov/home/
listservs.htm

For a CD or paper copy contact us by:

Mail: Department of Labor and Industries
P.O. Box 44620
Olympia, WA 98504-4620

Telephone: 1-800-4BE-SAFE (1-800-423-7233)

http://www.Ini.wa.gov/
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Helicopters Used as Lifting Machines

Quick Reference

WAC Number

296-829-100
296-829-200

296-829-300
296-829-400
296-829-500

Title of Rule Page
SCOPE... et 100-1
Design and Installation Requirements for

HElICOPLEIS......oo e 200-1
MaINtENANCE ..o 300-1
Operating the Helicopter ........ccocovvviinniiiiinne, 400-1
DefiNItioNS ....ccoveieiiie 500-1
INAEX it IN-1
Statutory AULNOIILY ......ocvvveiiie e SA-1

http://www.Ini.wa.gov/
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Helicogters Used as Liftin; Machines

296-829-100
296-829-200
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296-829-30005
296-829-30010
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296-829-40020

296-829-500

Contents
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HeliCOPLersS. ... 200-1
Follow Federal Aviation Administration (FAA)
REQUIFEMENES......cuieieciecieeie e 200-2
Install and Test Hooks on Helicopters Correctly................... 200-2
MaINtenanCe. ..., 300-1
Keep Landing and Deposit Areas Safe..........cccccvevrvirnenenn 300-2
Follow Safe Refueling Procedures...........ccocoevvvivivnnenenenn. 300-3
Operating the Helicopter.............ccccevvvrvnee. 400-1
Hold Daily Briefings ........cccoveieiiiieieeee e 400-2
Make Sure Employees are Dressed Correctly...................... 400-2
Make Sure Loads are Attached Correctly............ccccvevrrnnnee. 400-3
Make Sure the Load is Handled Correctly...........ccccoevrnnnee. 400-4
DefinitionS ........coovvvviciccee s 500-1
INAEX.....vcviiicee s IN-1
Statutory AUtNOFILY ......ocvevvveveccicecne SA-1
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Helicogters Used as Liftin

Scope

adoog

Chapter 296-829 WAC applies to helicopters when used to carry loads, suspended
with a cargo sling, powered hoist, or other attaching methods.

@ Exemption:
N
This chapter doesn't apply to the use of helicopters: @

¢ In the logging industry
e For rescue operations when a winch or hoist is used.

i

http://www.Ini.wa.gov/
100-1
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Design and Installation

Re: uirements for HeIico:ters

Summary

YOUR RESPONSIBILITY:

To make sure your helicopters meet design specifications and
are equipped properly

You must

Follow Federal Aviation Administration (FAA) requirements

WAC 296-829-20005 ........cceiieieieiieiiesieiee e 200-2
Install and test hooks on helicopters correctly

WAC 296-829-20010 .......0eiueiiieiiiisiesieiee e 200-2

http://www.Ini.wa.gov/
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Design and Installation

Re: uirements for Helicogters
Rule

WAC 296-829-20005
Follow Federal Aviation Administration (FAA) requirements

You must

e Make sure helicopter cranes and their use meet the applicable requirements of the
Federal Aviation Administration (FAA).

WAC 296-829-20010
Install and test hooks on helicopters correctly

You must
¢ Make sure electrically operated cargo hooks are:
Designed and installed to prevent accidental operation
Equipped with an emergency mechanical control to release the load.

e Make sure a competent person tests all hooks before each day’s operation to make
sure both the electrical and mechanical releases work properly.

1=-800«4BE SAFE (12800242327233)



Maintenance

Summary

YOUR RESPONSIBILITY:
To keep helicopters in safe operating condition

You must

Keep landing and deposit areas safe
WAC 296-829-30005 .......c0citiriieierierisien e 300-2

Follow safe refueling procedures
WAC 296-829-30010 ......ccueiireieieriei st siee e 300-3

http://www.Ini.wa.gov/
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Maintenance

Rule

WAC 296-829-30005
Keep landing and deposit areas safe

You must

(1) Make sure precautions are taken to prevent loose objects from being caught in the
downwash and flying around.

e Secure or remove all loose gear:
Within 100 feet of lift and deposit areas
In all other areas affected by rotor downwash.

(2) Make sure employees don't work under hovering craft, except where necessary to
hook or unhook loads.

(3) Make sure safe access and exit, including an emergency escape route, is
provided for employees who hook or unhook loads.

(4) Prohibit open fires in any area that could be affected by the rotor downwash.

(5) Make sure unauthorized people don't go within 50 feet of the helicopter when the
rotor blades are turning.

(6) Make sure all employees:

e Stay in full view of the pilot, in a crouched position, when approaching or
leaving a helicopter with rotating blades

o Stay away from the area behind the cockpit or cabin unless the operator
authorizes them to work there.

(7) Take precautions to eliminate reduced visibility.

(8) Make sure ground personnel take special care to stay clear of rotors when visibility
is reduced by dust or other conditions.

1=-800«4BE SAFE (12800242327233)



Maintenance

Rule

WAC 296-829-30010
Follow safe refueling procedures

You must
e Make sure refueling areas are safe.
- Post “NO SMOKING” signs at all entrances to the refueling area.

- Provide at least one 30-pound fire extinguisher, or a combination totaling 30
pounds, good for class A, B, and C fires, within 100 feet on the upwind side of
the refueling operation.

Reference:

For additional requirements relating to portable fire extinguishers, see
WAC 296-800-300 in the Safety and Health Core Rules.

You must
¢ Make sure workers involved in refueling are trained in both:
- The refueling operation
and
- The use of fire extinguishing equipment they may need.
¢ Make sure the following precautions are taken before and during refueling:
- Keep unauthorized people at least 50 feet away from the refueling operation or
equipment
- Prohibit smoking and open flames within 50 feet of the refueling area or fueling
equipment
- Make sure helicopter engines are shut down before refueling, if using aviation
gasoline or jet B type fuel

- Pump fuel, either by hand or power.

-Continued-

http://www.Ini.wa.gov/
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Maintenance

Rule

WAC 296-829-30010 (Continued)

You must
- Use self-closing nozzles or deadman controls:
- Don't allow these to be blocked open
Make sure nozzles aren't dragged along the ground.
- Make sure the helicopter and the fueling equipment are grounded.
- Electrically bond the fueling nozzle to the helicopter:
- Don't use conductive hose for this bonding.
- Make sure all grounding and bonding connections are:
- Electrically and mechanically firm
- On clean unpainted metal parts.
e Stop fueling immediately if there's a spill:
- Don't continue operation until the person in charge has determined it's safe.
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O=eratin= the Helicogter

Summary
YOUR RESPONSIBILITY:
To make sure helicopters are operated safely
You must
Hold daily briefings
WAC 296-829-40005 .........c0cceiiieieiireiee it 400-2
Make sure employees are dressed correctly
WAC 296-829-40010 .......0cuciiieiiiiiciee i 400-2
Make sure loads are attached correctly
WAC 296-829-40015 .......ccveriiiieiiiiicee e 400-3
Make sure the load is handled correctly
WAC 296-829-40020 ........c0ceiireririireree it 400-4

http://www.Ini.wa.gov/
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the Helicopter

400-2

09/04

O:eratinﬂ the Helicogter

Rule

WAC 296-829-40005
Hold daily briefings

You must

o Make sure the helicopter pilot and ground personnel hold a briefing before each
day’s operation to discuss cargo-handling plans.

WAC 296-829-40010
Make sure employees are dressed correctly

You must
¢ Make sure employees receiving the load:
- Do not wear loose-fitting clothes that could snag on the hoist line.

- Wear personal protective equipment (PPE), including complete eye protection
and hard hats that are secured by chin straps.

ﬁ Reference:

For other requirements relating to PPE, see WAC 296-800-160 in the
Safety and Health Core Rules.

1=-800«4BE SAFE (12800242327233)



O=eratin= the Helicogter

Rule

WAC 296-829-40015
Make sure loads are attached correctly

You must

Make sure loads are properly slung so tag lines can't be drawn up into rotors.

Make sure precautions are taken on all freely suspended loads to keep hand
splices from spinning open or cable clamps from loosening, such as using pressed

sleeves or swedged eyes.

Make sure the weight of the load doesn't exceed the manufacturer’s load ratings.
Make sure hoist wires and other gear are not attached to or allowed to catch on any
fixed structure.

Exemption:

This requirement doesn't apply to pulling lines or conductors that

“pay out” from a container or reel.

http://www.Ini.wa.gov/
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O:eratinﬂ the Helicogter

Rule
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WAC 296-829-40020
Make sure the load is handled correctly

the Helicopter

You must

e Make sure signal systems, whether radio or hand signals, are checked before
hoisting the load:

- When using hand signals, use those shown in Figure 1.

o Make sure workers on the ground do either of the following before touching the
suspended load:

- Use a ground device to safely discharge any static charge
or
Put on and wear rubber gloves.
¢ Make sure there are enough employees for safe loading and unloading operations.
e Make sure constant communications are maintained between the pilot and signal

person:
- The signal person must be distinctly recognizable from other ground
personnel.
1-800-4BE SAFE  (1-800-4237233)
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Operating the Helicopter

WAC 296-829-400

Fig

WAC 296-829-40020 (Continued)

ure l

Helicopter Hand Signals

QG
MOVE

Left arm extended horizontally; right
arm sweeps upward to position over

2
MOVE s

Right arm extended horizontally; left
sweeps upward to position over head.

MOVE
FORWARD

AN

Combination of arm and hand movement
in a collecting motion pulling toward head.

MOVE
REARWARD =

>

Hands above arm, palms out using a
noticeable showing motion.

RELEASE
SLING
LOAD

>

Left arm held down away from body.
Right arm cuts across left arm in a
slashing movement from above.

@)

a
HOLD
o HOVER

The signal "Hold" is executed by placing
arms over head with clenched fists.

g

TAKEOFF

Right hand behind back; left hand

peointing up.

Arms crossed in front of body and

pointing downward.
L) L7

= (e

MOVE
UPWARD

Arms extended, palms up: arms
sweeping up.

= =
(_76\5

= MOVE
DOWNWARD

Arms extended, palms down; arms
sweeping down.

http://www.Ini.wa.gov/
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Notes
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Helicopters Used as Lifting Machines
Definitions

Aviation gasoline

Gasoline fuel for reciprocating piston engine helicopters, also known as avgas.

Cargo hook

A device attached to a helicopter that's used to hold suspended loads.

Competent person

One who is capable of identifying existing and predictable hazards in the sur-
roundings, or working conditions which are unsanitary, hazardous, or dangerous
to employees, and who has authorization to take prompt corrective measures to
eliminate them.

Deadman controls

A control, switch or device that will automatically shut off whenever the operator
releases it.

Deposit area
An area that's designated for dropping off and picking up suspended loads.

Downwash

The wind created by the rotating blades of a helicopter.

Ground device

A device used to dissipate the static electicity charge that has built up on a
suspended load.

Helicopter crane

A helicopter that carries cargo or equipment suspended underneath it.

http://www.Ini.wa.gov/
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Helicopters Used as Lifting Machines

Definitions

WAC 296-829-500 (Continued)

Jet A type fuel
A kerosene grade fuel suitable for helicopters with turbing engines.

Jet B type fuel
A blend of gasoline and kerosene fuel.

Powered hoist
A powered device designed to lift and lower equipment and cargo.

Tag line
A line or rope used to control suspended loads that can swing freely.

1=-800«4BE SAFE (12800242327233)



Helicopters Used as Lifting Machines

A

Access and exit, 300-2

B

Briefings, 400-2

C

Cargo hooks, 200-2

Class A, B, and C fires, 300-3

Competent person, 200-2
definition, 500-1

D

Deadman controls, 300-4
definition, 500-1
Definition, 500
Deposit area, 300-2
definition, 500-1
landing, 300-2
Design and installation, 200-1-2
Downwash, 300-2
definition, 500-1

E

Equipment, fire extinguishing, 300-3
Exemption, logging industry, 100-1

[

Federal Aviation Administration (FAA)
requirements, 200-2

Fires, 300-2

Fueling, spills, 300-4

Fueling, and refueling, 300-3-4

G

Ground device, 400-4
definition, 500-1
Ground personnel, visibility, 300-2

H

Hand signals, 400-5

Helicopter cranes, 200-2
definition, 500-1

Hoist wires, exemption, 400-3

Hooks, testing, 200-2

Hovering craft, 300-2

J

Jet B type fuel, 300-3
definition, 500-2

L

Landing and deposit areas, 300-2
Loading operations, 400-4

Loads, 400-3

Loose-fitting clothes, 400-2

Loose gear, 300-2

<

Maintenance, 300-1-4

Z

Nozzles, self-closing, 300-4

0

Operations, loading, 400-4

F)

Pilot, visibility, 300-2

Powered hoist, 100-1

Precautions, suspended loads, 400-3
Pressed sleeves, 400-3

http://www.Ini.wa.gov/
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Helicopters Used as Lifting Machines
| Chapter 296-829wWAC

Index

R

Refueling, Jet B type fuel, 300-3

S

Scope, 100-1

Signal systems, 400-4-5
Suspended load, 400-3-4
Swedged eyes, 400-3

Tag lines
definition, 500-2
loads, 400-3

12800=4BE SAFE  (1=800-4237233)



Helicogters Used as Liftn; I\/Ichines
Statutory Authority

296-829-100 Scope.

[Statutory Authority: RCW 49.17.010, .040, .050, and .060. 04-09-009 (Order 03-28),
8§ 296-829-100, filed 04/20/04, effective 09/01/04.]

296-829-200 Design and installation requirements for helicopters.

[Statutory Authority: RCW 49.17.010, .040, .050, and .060. 04-09-009 (Order 03-28),
§ 296-829-200, filed 04/20/04, effective 09/01/04.]

296-829-20005 Follow Federal Aviation Administration (FAA)
requirements.

[Statutory Authority: RCW 49.17.010, .040, .050, and .060. 04-09-009 (Order 03-28),
§ 296-829-20005, filed 04/20/04, effective 09/01/04.]

296-829-20010 Install and test hooks on helicopters correctly.

[Statutory Authority: RCW 49.17.010, .040, .050, and .060. 04-09-009 (Order 03-28),
§ 296-829-20010, filed 04/20/04, effective 09/01/04.]

296-829-300 Maintenance.

[Statutory Authority: RCW 49.17.010, .040, .050, and .060. 04-09-009 (Order 03-28),
8§ 296-829-300, filed 04/20/04, effective 09/01/04.]

296-829-30005 Keep landing and deposit areas safe.
[Statutory Authority: RCW 49.17.010, .040, .050, and .060. 04-09-009 (Order 03-28),
§ 296-829-30005, filed 04/20/04, effective 09/01/04.]

296-829-30010 Follow safe refueling procedures.

[Statutory Authority: RCW 49.17.010, .040, .050, and .060. 04-09-009 (Order 03-28),
§ 296-829-30010, filed 04/20/04, effective 09/01/04.]

http://www.Ini.wa.gov/
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Hlicogters Used as Liftin= Machines
Statutory Authority

296-829-400 Operating the helicopter.

[Statutory Authority: RCW 49.17.010, .040, .050, and .060. 04-09-009 (Order 03-28),
§ 296-829-400, filed 04/20/04, effective 09/01/04.]

296-802-40005 Hold daily briefings.

[Statutory Authority: RCW 49.17.010, .040, .050, and .060. 04-09-009 (Order 03-28),
8§ 296-829-40005, filed 04/20/04, effective 09/01/04.]

296-829-40010 Make sure employees are dressed correctly.

[Statutory Authority: RCW 49.17.010, .040, .050, and .060. 04-09-009 (Order 03-28),
§ 296-829-40010, filed 04/20/04, effective 09/01/04.]

296-829-40015 Make sure loads are attached correctly.

[Statutory Authority: RCW 49.17.010, .040, .050, and .060. 04-09-009 (Order 03-28),
§ 296-829-40015, filed 04/20/04, effective 09/01/04.]

296-829-40020 Make sure the load is handled correctly.

[Statutory Authority: RCW 49.17.010, .040, .050, and .060. 04-09-009 (Order 03-28),
§ 296-829-40020, filed 04/20/04, effective 09/01/04.]

296-829-500 Definitions.

[Statutory Authority: RCW 49.17.010, .040, .050, and .060. 04-09-009 (Order 03-28),
8§ 296-829-500, filed 04/20/04, effective 09/01/04.]

12800«4BE SAFE  (1=800=4237233)
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